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(E) While transiting the RNA, the 
LNG tankship shall have sufficient 
towing vessel escorts. 

(2) Requirements for LNG facilities: 
(i) The operator of a facility where a 

LNG tankship is moored shall station 
and provide a minimum of two escort 
towing vessels each with a minimum of 
100,000 pounds of bollard pull, 4,000 
horsepower and capable of safely oper-
ating in the indirect mode, to escort 
transiting vessels 1600 gross tons or 
greater past the moored LNG tankship. 

(ii) In addition to the two towing ves-
sels required by paragraph (d)(2)(i) of 
this section, the operator of the facil-
ity where the LNG tankship is moored 
shall provide at least one standby tow-
ing vessel of sufficient capacity to take 
appropriate actions in an emergency as 
directed by the LNG vessel bridge 
watch. 

(3) Requirements for vessel operations 
while a LNG tankship is moored: 

(i) While moored within the RNA, 
LNG tankships shall maintain a bridge 
watch of appropriate personnel to mon-
itor vessels passing under escort and to 
coordinate the actions of the standby- 
towing vessel required in paragraph 
(d)(2)(ii) of this section in the event of 
emergency. 

(ii) Transiting vessels 1600 gross tons 
or greater, when passing a moored LNG 
tankship, shall have a minimum of two 
towing vessels, each with a minimum 
capacity of 100,000 pounds of bollard 
pull, 4,000 horsepower, and the ability 
to operate safely in the indirect mode, 
made-up in such a way as to be imme-
diately available to arrest and control 
the motion of an escorted vessel in the 
event of steering, propulsion or other 
casualty. While it is anticipated that 
vessels will utilize the facility provided 
towing vessel services required in para-
graph (d)(2)(i) of this section, this regu-
lation does not preclude escorted vessel 
operators from providing their own 
towing vessel escorts, provided they 
meet the requirements of this part. 

(A) Outbound vessels shall be made- 
up and escorted from Bight Channel 
Light 46 until the vessel is safely past 
the LNG dock. 

(B) Inbound vessels shall be made-up 
and escorted from Elba Island Light 37 
until the vessel is safely past the LNG 
dock. 

(iii) All vessels of less than 1600 gross 
tons shall not approach within 70 yards 
of an LNG tankship. 

(e) LNG Schedule. The Captain of the 
Port will issue a Broadcast Notice to 
Mariners to inform the marine commu-
nity of scheduled LNG tankship activi-
ties during which the restrictions im-
posed by this section are in effect. 

(f) Waivers. (1) The COTP may waive 
any requirement in this section, if the 
COTP finds that it is in the best inter-
est of safety or in the interest of na-
tional security. 

(2) An application for a waiver of 
these requirements must state the 
compelling need for the waiver and de-
scribe the proposed operation and 
methods by which adequate levels of 
safety are to be obtained. 

(g) Enforcement. Violations of this 
section should be reported to the Cap-
tain of the Port, Savannah, at (912) 652– 
4353. In accordance with the general 
regulations in § 165.13 of this part, no 
person may cause or authorize the op-
eration of a vessel in the regulated 
navigation area contrary to the provi-
sions of this section. 

[CGD07–01–037, 67 FR 46867, July 17, 2002, as 
amended by CGD07–03–147, 69 FR 21068, Apr. 
20, 2004] 

§ 165.757 Safety Zones; Ports of Ponce, 
Tallaboa, and Guayanilla, Puerto 
Rico and Limetree Bay, St. Croix, 
U.S.V.I. 

(a) Location. The following areas are 
established as a safety zones during the 
specified conditions: 

(1) Port of Ponce, Puerto Rico. A 100- 
yard radius surrounding all Liquefied 
Hazardous Gas (LHG) vessels with 
product aboard while transiting north 
of Latitude 17°57.0′ N in the waters of 
the Caribbean Sea on approach to or 
departing from the Port of Ponce, 
Puerto Rico (NAD 83). The safety zone 
remains in effect until the LHG vessel 
is docked. 

(2) Port of Tallaboa, Puerto Rico. A 100- 
yard radius surrounding all Liquefied 
Hazardous Gas (LHG) vessels with 
product aboard while transiting north 
of Latitude 17°56.0′ N in the waters of 
the Caribbean Sea on approach to or 
departing from the Port of Tallaboa, 
Puerto Rico (NAD 83). The safety zone 
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remains in effect until the LHG vessel 
is docked. 

(3) Port of Guayanilla, Puerto Rico. A 
100-yard radius surrounding all Lique-
fied Hazardous Gas (LHG) vessels 
around with product aboard while 
transiting north of Latitude 17°57.0′ N 
in the waters of the Caribbean Sea on 
approach to or departing from the Port 
of Guayanilla, Puerto Rico (NAD 83). 
The safety zone remains in effect until 
the LHG vessel is docked. 

(4) Port of Limetree Bay, St. Croix, 
U.S.V.I. A 100-yard radius surrounding 
all Liquefied Hazardous Gas (LHG) ves-
sels with product aboard while 
transiting north of Latitude 17°39.0′ N 
in the waters of the Caribbean Sea on 
approach to or departing from the Port 
of Limetree Bay, U.S.V.I. (NAD 83). 
The safety zone remains in effect until 
the LHG vessel is docked. 

(b) Regulations. In accordance with 
the general regulations in § 165.23 of 
this part, anchoring, mooring or 
transiting in these zones is prohibited 
unless authorized by the Coast Guard 
Captain of the Port. The Marine Safety 
Office San Juan will notify the mari-
time community of periods during 
which these safety zones will be in ef-
fect by providing advance notice of 
scheduled arrivals and departures on 
LHG carriers via a broadcast notice to 
mariners on VHF Marine Band Radio, 
Channel 16 (156.8 MHz). 

[COTP San Juan 02–038, 67 FR 60867, Sept. 27, 
2002] 

§ 165.758 Security Zone; San Juan, 
Puerto Rico. 

(a) Location. Moving and fixed secu-
rity zones are established 50 yards 
around all cruise ships entering, de-
parting, moored or anchored in the 
Port of San Juan, Puerto Rico. The se-
curity zone for a cruise ship entering 
port is activated when the vessel is one 
mile north of the #3 buoy, at approxi-
mate position 18°28′17′ N, 66°07′37.5′ W. 
The security zone for a vessel is deacti-
vated when the vessel passes this buoy 
on its departure from the port. 

(b) Regulations. (1) Under general reg-
ulations in § 165.33 of this part, enter-
ing, anchoring, mooring or transiting 
in these zones is prohibited unless au-
thorized by the Coast Guard Captain of 
the Port of San Juan. 

(2) Persons desiring to transit the 
area of the security zone may contact 
the Captain of the Port at the Greater 
Antilles Section Operations Center at 
(787) 289–2041 or via VHF radio on Chan-
nel 16 to seek permission to transit the 
area. If permission is granted, all per-
sons and vessels must comply with the 
instructions of the Captain of the Port 
or his designated representative. 

(3) The Marine Safety Office San 
Juan will attempt to notify the mari-
time community of periods during 
which these security zones will be in 
effect by providing advance notice of 
scheduled arrivals and departures of 
cruise ships via a broadcast notice to 
mariners. 

(c) Definition. As used in this section, 
cruise ship means a passenger vessel 
greater than 100 feet in length that is 
authorized to carry more than 150 pas-
sengers for hire, except for a ferry. 

(d) Authority. In addition to 33 U.S.C 
1231 and 50 U.S.C. 191, the authority for 
this section includes 33 U.S.C. 1226. 

[CGD07–02–042, 67 FR 76991, Dec. 16, 2002] 

§ 165.759 Security Zones; Ports of 
Jacksonville, Fernandina, and Ca-
naveral, Florida. 

(a) Regulated area. Moving security 
zones are established 100 yards around 
all tank vessels, cruise ships, and mili-
tary pre-positioned ships during tran-
sits entering or departing the ports of 
Jacksonville, Fernandina, and Canav-
eral, Florida. These moving security 
zones are activated when the subject 
vessels pass the St. Johns River Sea 
Buoy, at approximate position 30 deg. 
23′ 35″ N, 81 deg, 19′ 08″ West, when en-
tering the port of Jacksonville, or pass 
Port Canaveral Channel Entrance 
Buoys # 3 or # 4, at respective approxi-
mate positions 28 deg. 22.7 N, 80 deg 31.8 
W, and 28 deg. 23.7 N, 80 deg. 29.2 W, 
when entering Port Canaveral. Fixed 
security zones are established 100 yards 
around all tank vessels, cruise ships, 
and military pre-positioned ships 
docked in the Ports of Jacksonville, 
Fernandina, and Canaveral, Florida. 

(b) Regulations. In accordance with 
the general regulations § 165.33 of this 
part, entry into these zones is prohib-
ited except as authorized by the Cap-
tain of the Port, or a Coast Guard com-
missioned, warrant, or petty officer 
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